. . SEARCH 3. SEARCH
| 1. Select the SEARCH menu after SEARCH
| | I l I I clicking the mouse right button.
REC START
SERCH BY TIME |SERCH BY EVENT REC START
. . SEQUENCE
# Continuous Recording setup 00:00:00 SEQUENCE
1. CONNECTION < e —
1. Select the RECORD MENU.-----=-=--emneeu--- -> 8 91011121314 [ I
e s |
. I
1. Connect cameras to input ports (1 ~4ch)
LOG OFF ‘
2_ RECORD SETUP RECORDING OPERATIONS RECORDING MODE _ —
SHUTDOWN LOGIOFE
SIMPLE RECORDING SCHEDULE MODE | SHUTDOWN
iy & TIME SEARCH [A]
Select Recording Mode. Select a date. If there is a data, the date will be displayed with color.
1) Simple Recording To select time, move the time bar by mouse drag and double click
Simple recording provides same recording configuration for all cameras. the mouse left button. Then move to the selected date and time.
RECORD SETUP RECORDING OPERATIONS RECORD QUALITY Ttrcn oy Tine J —_—————
[ rrom No7/07/2010 15:30:00 5 oTIoN W
15 SIMPLE RECORDING RECORD SIZE 7o _J[or/or 2010 20:50-00 by % EVENT SEARCH [B]
- ' o] ] ael?] on”] QR
T T :
- MANUAL RECORDING s _“ Select the FROM (Start time)
B e And TO (End time).
e pYNE— select the Event (Alarm, Timer,
2. RECORDING SETUP T S Motion and ETC).
# Motion Recording setup. VOTION T (o s e o ] Select the channels .
o l I NEXT
[
1. Select the SYSTEM SETUP after ;
the Mouse right button or Press 2 ) Advance Recording Press the START button.
Menu button on the front panel RECORD SETUP RECORDING OPERATIONS SETTING TIMETABLE - CONTINUOU Se|ect the event and doub'e C”ck the mouse |eft button_
' S Then move to the time with image.
ADVANCE RECORDING ACTIVATION 1 MOTION
2 MANUAL RECORDING 1 ALARM 4. ARCH IVE
'
[ SHUTDOWN RECORD SETUP | RECORDING OPERATIONS | [ RECORD QUALITY 1. Select the ARCHIVING menu after
clicking the mouse right button. SEARCH
p—— I"I F— | SIMPLE RECORDING |} | RECORD SIZE ARCHIVING
Y P ey Select the FROM (Start time) and to
Select the CAMERA MANUAL RECORDING | L] FPS (End time). REC START
menu and MOTION Select the camera cha_nnels SEQUENCE
ystem Select and drags mouse on time line. ?Rcﬁvizt progeanc > AR utton.
Set size, fps, quality, audio and alarm per each MOTIoN | |
camera. Click ACTIVATION tab Drag area for © | e |
setting and select recording types. ALARM — =] =
| Svstern Setu |__| Disola | Multi choice allow on recording type
3. Select the SENSITIVITY Y P pay (CONTINUOUS, MOTION, ALARM). SHUTDOWN
3)Select Schedule Mode.
[DAILY: Same settings for everyday]
4. Select the Area SETUP. [WEEKLY: Different settings each | ]
EE Dayfor week ——
DDDDDDDDDDDD Select the area
%DIT } DDDDDP% by the mouse drag and e CAUTION
— = save. Do not insert any USB device during Archiving procedure.
D CANCEL I:]
D SAVEXSETEXIT D




Quick Guide

5. CLIENT SETUP

5-1.HOW TO CONNECT

Input the IP Address or URL of the DVR in the Internet Explorer
If user uses the DDNS, input the URL as below.

http://1234.dvrlink.net

or http://1234.dvrlink.net:XXXX (XXXX is webport number)

Internet Explorer - Security Warning

Name: itxview Control

E
=) Publisher: AHOPE Co.,LTD.

[E] More options

Do you want to install this software?

[ ‘Jl While files from the Internet can be useful, this file type can potentially harm
/ your computer. Only install software from publishers you trust. What’s the risk?

Install ‘ | Don't Install

5-2.LIVE VIEW MODE

Live

amnel 7] Beo®

VEE Remote Viewer

BUTTONS

L]/ E

Select one of the screen mode(1CH Full screen, 4CH view mode).

e O

5-3.SEARCH MODE

Search

Search By Time

2006 7] /[o1 F]/[20 E] [20 [=]-[zo T=]-[ec [7] Refresh

W WM O E ©m W B ® T @ © W

ImN=E] Lo 3 = A L I T S Display Channel T & | @ | &

WEE Remoke: Viewer

1. Refresh : Refresh the time line for recording data
2. Play : After select the date and time, user can play images.

3. Backup : User can backup a data as selected channel and time.

5-4. REMOTE SETUP FOR DVR

Allow to install ActiveX,
To install activeX on WindowVisa or higher version, User must have
Administrator level of authority

Move to next screen and make full screen

Display Channel E]

Select a channel.

EEEE @D

WEB RA MINIMUM PC REQUIREMENT
CPU P4 3.0 or Higher
RAM 512MB or Higher
Geforce MS 400, Radeon 7500 or
VGA higher
Gefore 8 series or higher
VGA MEMORY 64MB
MONITOR 1280X1024
(O WINDOW XP2
IE VERSION IE6.0 or higher
NETWORK 100Mbps
DIRECT X V7.0 or higher

J
[

=N

&

o

Setup

Camera Camera Setting

Camera

Color All [

pTz 1 [cam1 off

Mation 2 fcamz off

3 fcam3 off

Dispiay 1 [cAm off
Sound
System Ok Cancel
Record
Sensor

Save the live image.

Print the current screen.

Snapshot of the current screen.

Setup for WEB Browser ([VGA Render] and [Save Folder])

WEE Remote Viewer

All setup details are same as system, refer the system manual for remote

configuration.



http://1234.dvrlink.net/
http://1234.dvrlink.net:XXXX

